
Doosan 7.6litre diesel engine, 295PS
Operational Weight : 25,000kg

Doosan Industrial Vehicle
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Specifications

Mast Specifications

Outside view

Load curve

Option availability

○ : Option ●: Standard

Main specifications
1 Manufacturer DOOSAN

2 Model DV250S-7

3 Capacity At rated load center kg 25000

4 Load center Distance mm 1200

5 Power type Electric, diesel, LPG Diesel

6 Operator type Stand-on, rider-seated Rider-seated

7 Tire C=cushion, P=pneumatic P

8 Wheel Pcs (front/rear) 4/2

General specifications
9

Lift with 2-stage mast
Max fork height

mm
4000

10 Free lift height 0

11
Fork

Thickness x Width x Length
mm

110x250x2400

12 Forkspacing (min - max) 800-2600

13 Tilt of mast Forward/backward Degree 12/10

14

Dimensions

Length (without forks)

mm

6350

15 Width 3050

16 Mast lowered height 3850

17 Mast extended height 5810

18 Overhead guard height (cabin height) 3310

19 Seat height 2150

20 Outside turning radius

mm

5950

21 LMC 1120

22
90° stacking aisle 9670

90° intersecting aisle 5460

Performance
23

Speeds

Travel: loaded/unloaded km/h 23/28

24 Lift: loaded/unloaded
mm/s

310/340

25 Lowering: loaded/unloaded 400/350

26 Nominal drawbar pull
Loaded

kg 22240

27 Gradeability %(degree) 34.6(19.1)

28 Total weight Unloaded

kg

38150

29
Axle load

With load (front/rear) 58000/5150

30 Without load (front/rear) 19350/18800

Chassis
31

Tire 

Number (front/rear) 4/2

32 Size: front
14.00x24”-28PR

33 Size: rear

34 Wheel base

mm

4250

35 Tread Front/rear 2200/2140

36
Ground clearance

Loaded (at the lowest point) 290

37 Loaded (at the center of wheelbase) 380

38 Service Brakes Foot / ODB

39 Parking Brakes Electric / Hydraulic

Drive
40 Battery Voltage/current-time V/AH 24/150

41

Engine

Manufacturer/model DIC/DL08(T-3)

42 Rated output (DIN) ps/rpm(kW) 295/2100(217)

43 Max torque kgㆍm/rpm 114/1400

44 Cycle/cylinders/displacement cc 4/6/7640

45 Fuel tank ℓ 400

46
Transmission

Type AUTOMATIC

47 Number of speeds (forward/reverse) 3/3

48 Operating pressure System/attachment bar 230/220

※ Specifications and dimensions of vehicles may change without notice for quality improvement, and images shown 
in this catalog may differ with actual ones.

※ Other specifications excepting for STD 4000mm should be order after consultation with sales team.
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STD MAST ~5000mm

Type of mast Max fork lift (mm)
Fully lowered height 

(mm)

Fully extended height 
(mm)

Free lift height
(mm)

Tilt angle
(degree)

Rated load capacity
(Kg)

Self weight
(Kg)

W/LBR W/LBR Forward/backward DV250S-7 DV250S-7

STD
(SHAFT TYPE)

3500 3600 5310 0 12/10 25000 37600

4000 3850 5810 0 12/10 25000 38150

5000 4350 6810 0 12/10 25000 39050

 Country State Company
 South Korea Seoul Doosan Industrial Vehicle Co., Ltd.
 South Korea Incheon Doosan Industrial Vehicle Co., Ltd.
 China Beijing Doosan Industrial Vehicle Yantai Co., Ltd.(Beijing Branch)
 China Yantai Doosan Industrial Vehicle Yantai Co., Ltd.
 China Zhongshan Doosan Industrial Vehicle Yantai Co., Ltd.(shanghai office)
 Germany Bersteland Doosan Logistics Europe GmbH
 Germany Essen Doosan Industrial Vehicle Europe (Germany)
 Belgium Sint-Niklaas Doosan Industrial Vehicle Europe N.V.
 United Kingdom Northampton Doosan Industrial Vehicle UK Ltd
 Italy Lissone Doosan Industrial Vehicle Europe (Italy)
 France Elancourt Doosan Industrial Vehicle Europe (France)
 United States OH Doosan Industrial Vehicle America Corp. (Cleveland)
 United States GA Doosan Industrial Vehicle America Corp.

Options DV250S-7

5 Section Valve

Tilting Operator's Cell

Overhead Guard

Cabin

Air Conditioner (only for Cabin)

Heater (only for Cabin)

Rear Red Strobe Light

Rear Amber Strobe Light

Rear Rotating Strobe Light

Rear View Camera & Monitor

Rear Flood Light

Steering Wheel Knob

Air Compressor

Tool

Worldwide Locations
The location and contact information of Doosan Industrial Vehicle's Global subsidiary office and 
R&D Center can be found.




